DIAMANTE

SALL VALVE GRrRINDING MMACHINES

GENERAL DESCRIPTION

The DIAMANTE machines are designed to grind any ball
valve made by metal and hard coated surface.

The grinding cup wheel can be equipped by either abra-
sive stones or diamond pads.

All models are equipped with CNC.

The largest model in the Diamante serie is able to
process balls up to 2400 mm.
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Sphere spindle designed for maximum machi-
ning precision powered by a torque motor to
ensure maximum torque at low rpm.

Custom clamping system, designed to allow
machining of all types of spheres.

CNC axis to ensure optimal cup/sphere centering.

High capacity of filtration, lubrication and refrige-
ration systems.

Quick installation, with simple and cost-effective
foundations.
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e SPECIFIC SIZE AVAILABLE ON DEMAND

4" 16" 24" 40" ca"
PARAMETERS

L= ANl mm 150x200x3 300x500x3 350X800X3 500X1300X3 800X2200X3
MACHINING RANGE mm K19/ 0150 Q75 / D600 (2320 / 0950 K600/ 1500 1150/ 2400
PART SPHERE SPINDLE

SIZE mm ”100 200 400 (D600 600 .
MAX LOADING CAPACITY kg 20 500 1500 10000 20000 "
SPEED MAX rpm 200 100 80 80 80
GRrRINDING SPINDLE

SPINDLE SPEED rpm 2000 1000 200/1000 150/1000 50/500
SPINDLE TAPER SIZE___ISO 40/ASA-4 ___ ASA-8 ASA-11 ASA-15 ASA15
SPINDLE MOTOR POWER  kw 10 20 22,5 50 70

AXES

RAPID SPEED (Z- X - X1) _m/min 8 4 4 4 2 .
POSITIONING ACCURACY mm 0,005 0,007 0,007 0,007 0,007
GENERAL

POWER INSTALLED Kw 20 60 70 90 200 .
MACHINE WEIGHT Kg 7000 15000 22000 50000 75000
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